
M I C R O P R O F I L E S

CRISTAL
F O R  G L A S S  J U N C T I O N

Cristal micropro�les are designed for 
demountable frameless glass walls.

The Cristal range o�ers high transparency and a 
better glass alignement. It is easier to install 
compared to standard techniques like 2-side 
adhesive tape or silicone.
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Cristal micropro�le
linear junction

Cristal micropro�le
90° junction

Cristal micropro�le
multipurpose
junction
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CODE

I10MCI3

I12MCI3

LENGTH

3 m

3,3 m

GLASS
THICKNESS

10  55.2

12  66.2

LENGTH

3 m

3,3 m

GLASS
THICKNESS

10  55.2

12  66.2

CODE

I10MCA3

I12MCAI3

CODE

I10MCP3

I12MCP3

LENGTH

3 m

3,3 m

GLASS
THICKNESS

10  55.2

12  66.2

Available now 
Please contact us for any further information
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      Cristal micropro�les

Micropro�les are made of a 
highly transparent solid core and 
a strong adhesive tape. 

They are compatible with 10 mm 
and 12 mm toughened glass or 
10.8 mm and 12.8 mm laminate 
glass. 
 

Main features :

- Demountable frameless glass walls, single 
glass ID1 or double glass ID2. 

- 10 or 12 mm toughened glass, with polished 
edges.

- 10.8 mm (55.2) or 10.8 mm (66.2) laminate 
glass, with polished edges.

- Edge processing : polished, with a 2 mm 
bevel. 

3 mm gap between glass 

3 mm

HEADQUARTERS
•  4-8, rue des Carriers Italiens

Z.A.C. Centre Ville
91350 Grigny - France

•  tel. : +33 (0)1 69 02 44 00
fax : +33 (0)1 69 02 44 01

•  contact@abcd-international.fr
www.abcd-international.fr

OUTLET 
•  213, rue Jean Deurrieu

Z.A.C. du Sagnon 
13690 Graveson - France

•  tel. : +33 (0)4 86 19 45 05
fax : +33 (0)4 86 19 45 10
 

•  contactsud@abcd-international.fr
www.abcd-international.fr
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